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when planning the installation establish the layout of 

your system, paying particular attention to:

l	 Direction Changes

l	 Feed Positions

l	 Component Spacing

The carrier components are not treated with the antibacterial 

additive. As such these must always be fixed onto a surface 

where they will not be touched once the installation is complete.

During the installation of Prestige 3D Antibac Blue no special 

treatment of the product is required. There is no need for an 

installer to wear sterile gloves, use sterile tools or undertake 

special training.

Once installed, the Prestige 3D Antibac Blue system carries a 10 year 

guarantee, the same as all MK Cable Management products, giving 

both the installer and specifier confidence and peace of mind. The 

unique addition of a fluorescent additive gives further confidence, 

clearly identifying the product as Prestige 3D Antibac Blue. A bright 

blue glow under UV light indicates the antibacterial additive is 

present, a dull purple glow under UV light indicates standard PVCu.

When maintaining the product after installation, no special 

treatment is required. The antibacterial additive depends on 

intimate contact between surfaces of the trunking and the user, 

so any barriers such as dirt or grime will reduce or negate the 

antibacterial effect. However, the exterior of the trunking can be 

cleaned very simply using a damp cloth with a mild detergent, 

which must be thoroughly wiped off. Alternatively the trunking 

can also be cleaned using Ultraviolet light. Prestige 3D Antibac 

Blue is not intended to replace standard cleaning regimes. It is 

an additional protection which can only operate efficiently if the 

surfaces are kept free of dirt and grime. Before hand-over to the 

client the entire trunking run must be thoroughly cleaned as 

described in the product installation guide.

Prestige 3D Antibac Blue product and packaging is recyclable. 

At the end of its useful life it should be recycled where facilities 

exist.

The additive used in Prestige 3D Antibac Blue is registered with 

the Environmental Protection Agency (EPA) and is compliant 

with the European Biocidal Products Directive (BPD).

Prestige 3D Antibac Blue

prestige 3D Antibac Blue is easily distinguishable from 

standard prestige 3D, it has a different protective film and 

has a unique patent pending fluorescence under uV light 

which glows bright blue.


